
PARAGLAS SOUNDSTOP ® TL4 System

Transparent  Noise  Barriers

Ultra Low Dead Load

Crash Tested

FHWA Approved

PARAGLAS SOUNDSTOP®

NOISE  BARRIER  SHEET



Cover:

PARAGLAS SOUNDSTOP® TL4 System

Test Facility, Lincoln, NE

Complete turnkey solution for transparent noise barriers,  vandal shields or 

FHWA approved for structures

Components meet or exceed FHWA and DOT standards

Meets NCHRP 350 level 4 crash test conditions

Light weight, e. g. 200 lbs per linear foot

Incorporates PARAGLAS SOUNDSTOP®GS CC noise barrier sheet with 
integrated fragment retention, meeting international standards, e. g. EN 1794

Excellent sound insulating properties

Transparent for visibility and light transmission

Very low maintenance, panels will retain clarity and physical strength despite 
decades of exposure to sunlight (ASTM D 1003 & D 4812 test methods)

Damaged areas show how the 

PARAGLAS SOUNDSTOP® TL4 System stabilizes the 

vehicle and reduces the severity of the crash.

18,000 pound truck impacts 

the TL4 System at 50 MPH and 

at an angle of 15°

Transparent Noise Barriers   



NCHRP 350 Test Level 4 

Midwest Roadside Safety Facility, 

Lincoln, NE, USA

A 4,400 lb pickup truck

impacts the TL4 System at

60 mph at a 25° angle

» … the crash performance of the concrete 

safety shapes is essentially improved by limiting 

vehicle climb to some extent and b  cantly 

reducing the roll angle of larger vehicles. « 

Excerpt from FHWA approval letter

» That is the most stable TL4 crash test I‘ve ever seen. « 

Senior FHWA O  cial in the O  ce of Safety Design



PARAGLAS SOUNDSTOP ®

TL4 System

Available from 
2.5 to 5.0 meters high

Post spacing 2.5 meters

This information and all further technical advice are based on Degussa’s present knowledge and experience. However, Degussa assumes no liability 

for providing such information and advice including the extent to which such information and advice may relate to existing third party intellectual 

property rights, especially patent rights. In particular, Degussa disclaims all CONDITIONS AND WARRANTIES, WHETHER EXPRESS OR IMPLIED, INCLUDING THE 

IMPLIED WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE OR MERCHANTABILITY. DEGUSSA SHALL NOT BE RESPON-SIBLE FOR CONSEQUENTIAL, INDIRECT OR 

INCIDENTAL DAMAGES (INCLUDING LOSS OF PROFITS) OF ANY KIND. Degussa reserves the right to make any changes according to technological progress or 

further developments. It is the customer’s responsibility and  obligation to carefully inspect and test any incoming goods. Performance of the product(s) 

described herein should be v  ed by testing and carried out only b  ed experts.  It is the sole responsibility of the customer to carry out and 

arrange for any such testing. Reference to trade names used by other companies is neither a recommendation, nor an endorsement of any product and 

does not imply that similar products could not be used.

Transparent Barrier:

Clear

Midnight Blue

Steel Blue

Sky Blue

Forest Green

 Sea Green

Spring Green

Smoky Brown
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Non-Transparent Barrier Colors 
available for:

•  sight screens
• as paneling for concrete structures
• glare screens3452

PARAGLAS SOUNDSTOP® GS CC
has embedded poly  laments 
to contain broken fragments 
resulting from collision damage. 
This complies with EN 1794-2.

Colors

Manufactured by:
Degussa/CYRO
379 Interpace Parkway
Parsippany, NJ 07054
1.800.631.5384
paraglas@degussa.com

CYRO Industries is a 
wholly-owned subsidiary of 
Degussa.

PARAGLAS Soundstop ® is a 
registered trademark of CYRO Industries.

Durisol Inc.
67 Frid Street
Hamilton, ON, Canada L8P 4M3
Phone: (905) 521-0999
Fax: (905) 521-8658

Durisol USA, Inc.
8270 Greensboro Drive, Suite 810
McLean, VA, USA 22102
Phone: (866) 801-0999
Fax: (877) 268-8813

www.durisol.com

for sales and technical 
information contact.




